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Specifications:
FUH -
uuuu||uuuuu||u||uuuuuu||uuuu||Ililluuuuw\uTuuuuuuuuuuuuuuuu AR E \/o\‘(oge rot"ng:jov AC/DC
Mylar 0.20 [0.008]+0.05 WEWE: 30V AC/DC
Current rating:0.5A AC/DC
NO.H #isEhi: 0.5A AC/DC
Withstanding voltage:150V AC/minute
fif %2 E: 150V AC/ 4y
Temperature range:—35C—-+857C
IRAEEHE: —35C—+85C
e Insulation resistance: 1000MQ min
A2k 1000MQ Min

10.55 [0.413]+0.30

Contact resistance:100mQ Max
10.55 [0.413] Ffilti: 100m0 Max
11.20 [0.441]

PART NO.:

MATED HEIGHT

SOCKET|  PLUG H2 @Series No
H1 6.85 | 8.85 @Category:F—Female

5.85 | 8.00 | 10.00 @Welding Board Angle:V—Stright 180"

@Welding Way: S—SMT

®Row No.Pin Na:XX—20—120P

®Female Height:A=5.83mm ,

Mating Height 10.0mm

(DMaterial:LP—LCP UL94V—-0 Black

®Plating:vVO1—-Gold Flash;
VO3—Gold 3un”
VO5—Gold 5un”

7.70 [0.3031_2:39

B c D E
20 4.50 | 9.50 | 4.80 | 17.20
40 9.50 |14.50 | 9.80 | 22.20
60 14.50 | 19.50 | 14.80 | 27.20
80 19.50 | 24.50 | 19.80 | 32.20

_ 2:45 [0.096] 100 24.50 | 29.50 | 24.80 | 37.20
120 29.50 | 34.50 | 29.80 | 42.20

8.30 [0.327]

3.30 [0.130]
T

12.00 [0.472]

11.30 [0.445779:49

——

E+0.05

X0512FVS—XXX-LPVO1 LCP Copper Alloy X0512wW

Recommended PC board pattern :
(TOP VIEW) PART NO Materiol | Material(Pin) | SUitople XKB

AuGLAR o)

VIEW: MODEL TYPE:
>< o0 DESIGN BEJ*XT @E" 0.5mm BTB Style Connector
= O , —|PART NO.:
><><.>< 1838 CHECKED UNIT: mm/in X0512FVS—XXA—LPVQ1
XX +0.
DWG NO.:
X XXX +015 |[Connection APPROVED SIZE: A4
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